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MBX138 MBX208 MBX258 MBX308 MBX358 MBX408 MBX458 MBX608MB556 MB656 MBX15MB156 MB256 MB356

SPECIFICATIONS Specifications

Please see order information guide for specific model and ordering information.

Please see order information guide for specific model and ordering information.

Specifications

Specifications and Features are Subject to Change Without Notice

Carrier Size

Specifications

Specifications and Features are Subject to Change Without Notice

Carrier Size

Excavator SkidsteerMini Excavator Backhoe

MBX138 MBX208 MBX258 MBX308 MBX358 MBX408 MBX458 MBX608

Excavator Size
lb 19800-

31900
26400-
44000

35200-
55000

39600-
63800

61600-
77000

60000-
88000

70400-
99000

99000-
130000

kg 9000-
14500

12000-
20000

16000-
25000

18000-
29000

28000-
35000

30000-
40000

32000-
45000

45000-
60000

MBX138 MBX208 MBX258 MBX308 MBX358 MBX408 MBX458 MBX608

Impact Energy Class
ft/lbs 2000 3000 4000 5000 6000 7500 8500 12000

J 2700 4000 5400 6800 8100 10000 11300 16000

Blows Per Minute BPM 450-630 400-530 350-600 400-490 350-750 300-600 300-550 200-350

Weight (with Tool)
lbs 1958 2792 3586 4136 4796 6261 6358 8470

kg 890 1269 1630 1880 2180 2846 2890 3850

Length (w/ Tool & Brkt)
in 94 101 107 111 121 127 132 147

mm 2380 2570 2710 2830 3070 3230 3341 3744

Tool Working Length
in 22.8 22.4 26.4 26.8 31.1 29.1 32.4 36.7

mm 580 570 670 680 790 740 824 933

Tool Diameter
in 3.9 4.9 5.3 5.5 5.9 6.1 6.3 6.9

mm 100 125 135 140 150 155 160 175

Hydraulic Pressure
psi 2175-2465 2175-2465 2320-2610 2320-2610 2320-2610 2320-2610 2320-2610 2320-2610

bar 150-170 150-170 160-180 160-180 160-180 160-180 160-180 160-180

Flow Range
gpm 21-29 24-32 26-40 33-40 42-50 50-66 50-66 55-77

lpm 80-110 90-120 100-150 125-150 160-190 190-250 190-250 210-290

System Relief
psi 4000 4000 4000 4000 4000 4000 4000 4000

bar 275 275 275 275 275 275 275 275

Sound Power Level (LW) dBA 116 115 120 120 115 115 124 125

MB156 MB256 MB356 MB556 MB656 MBX15

Skidsteer Size
lb 1500-3000 3000-7000 4500-7000 4500-10000 12000-14400 -

kg 681-1362 1362-3178 2043-3178 2043-4536 5448-6538 -

Mini Excavator Size
lb 2100-5000 4000-8000 5000-8000 7000-14000 9100-16000 10000-26000

kg 953-2270 1816-3632 2270-3632 3175-6350 4131-7264 4550-11800

Backhoe Size
lb - 6000-9000 6000-11000 6000-14000 9000-23000 10000-26000

kg - 2724-4086 2724-4994 2724-6350 4086-10442 4550-11800

MB156 MB256 MB356 MB556 MB656 MBX15

Impact Energy Class
ft/lbs 175 350 550 750 870 1500

J 250 475 750 1000 1200 2000

Blows Per Minute BPM 600-1200 700-1200 700-1200 590-1100 600-1000 360-800

Weight (with Tool  
& Mounting Brkt)

lbs 173 493 493 752 872 1100

kg 79 224 224 340 396 453

Length (with Tool  
& Mounting Brkt)

in 42 51 51 63 66.5 77

mm 1069 1295 1295 1600 1689 1955

Tool Working Length
in 11 15 15 15 18 18.3

mm 279 381 381 381 457 466

Tool Diameter
in 1.75 2.5 2.5 2.7 3 3.3

mm 44 64 64 69 76 84

Hydraulic Pressure
psi 1800-2100 1400-1700 1700-1950 1600-2000 1700-1900 2200

bar 124-144 96-117 117-134 110-138 117-131 152

Flow Range
gpm 4-10 9-16 10-18 12-22 16-24 15-25

lpm 15-38 34-60 38-68 45-83 60-91 56-95

System Relief
psi 3000 3000 3000 3000 3000 3000

bar 206 206 206 206 206 206

Sound Power Level (LW) dBA 116 122 126 124 121 126


